
STEP 2

Fix ceiling rose(es)
Align the ceiling roses with the marked positions. Drill pilot holes and secure the ceiling roses with
suitable anchors.

PENDANT LIGHTS INSTALLATION GUIDE

Important: All electrical work must be performed by a licensed electrician. Isolate power at

the switchboard before starting.

Mains

STEP 1

Mark points for ceiling rose
Mark the centre points of the suspension kits on the ceiling at the desired location. 
These should line up with the suspension grippers on the pendant.

STEP 3

Run wiring
Remote driver: Bring the LV cables from the driver to the ceiling rose, allowing enough cable length
for connection.

For up/down models, wire two live feeds (one per channel) through each ceiling rose.
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STEP 5

Electrical connections & Testing
Isolate power and connect the driver to 240V mains power.
Re-energise and test switching/dimming. De-energise to complete mechanical setup.

STEP 7

Finish
Tighten rose covers/trims; check fixings and cables. Note driver, dimmers location and type for the
client.

STEP 4

Ceiling Rose
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STEP 6

Ceiling Rose
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Hang pendant
Feed cables through the grippers and attach to the pendant.

Ceiling Rose

Level & height
Using a level or laser, press the gripper pins to make micro-adjustments. Set the final height and
trim any excess cable if applicable.

Release pin (press to adjust)


